Class 2
Building Product Information Sheet

About this template

This template has been developed to help Aotearoa/New Zealand-based manufacturers and importers provide the
information required by the Building (Building Product Information Requirements) Regulations 2022.

Note that the Ministry of Business, Innovation and Employment is not responsible for the product information added
into this template.

How to use

> Download and save this form in your computer

> Collate the required information about your product

> Fillin the template and remove page 1 (this cover page)
> Publish the filled in template on your website.

Background

New regulations have been made to provide building product users with a minimum level of easy-to-understand
information about building products.

Visit the Building Performance website for more information.

The new regulations were developed to:

> help designers, builders and consumers choose the right products for their needs, install them correctly and make
informed decisions about using alternative products if required.

> enable more efficient consenting by providing building consent authorities with the right information, so it is readily
available to check that plans will meet the Building Code.

> reduce the chance of building defects, less building rework, more efficient consenting, and safer and more durable
buildings.

Types of building products
There are two classes of designated building product as defined in the regulations.

> Aclass 1 product under the regulations are mass-produced or produced in batches to a general specification. For
example, cladding products, mechanical fixings, insulation products, internal lining, roofing products, structural
wood-based products, structural steel and reinforcing products, sanitary plumbing and drainage products, including
tapware.

> Aclass 2 product under the regulations is based on a line of products where each unit is customised to the
specification of an individual client. For example, external window joinery and doors that have been customised.

Each class has slightly different disclosure information requirements, but the main distinction is when the information
must be provided. The intent is that consumers have access to information about a building product before they
purchase it.

Visit the Building Performance website for more information and for resources to help you comply with the regulations.

NOTE:

This is a SUGGESTED template and is NOT MANDATORY to use. ALTERNATIVELY, you may choose to publish your
product information directly on your website or develop your own template, so long as the information required by the
regulations is provided. It is recommended that where appropriate, you reuse existing information and data that you
may already have about your building product.



https://www.legislation.govt.nz/regulation/public/2022/0170/latest/LMS697806.html
https://www.building.govt.nz/
https://www.building.govt.nz/

Class 2
Building Product Information Sheet

Product name (include the brand name):

‘Infernoguard Mastic

Other product names (variant, sub-variant, functional name, etc. if applicable):

Product line (the product line from which the product is customised):

Product identifier (if applicable):

(This could be a Global Trade Item Number (GTIN) or quick response code (QR code), or any other distinguishable part/model number or identifier.)

Product description and its intended use (measurements, materials, usage):

Infernoguard Mastic is an internal use water-borne acrylic sealant with fire and smoke resistant, and acoustic properties.
Infernoguard Mastic is used for sealing between the door jamb and wall connection.

Infernoguard Mastic cures to form a firm and flexible seal preventing the spread of flame and smoke through the door jamb and
wall connection.

Infernoguard Mastic has been tested in different wall types to door jamb connections including timber & steel stud walls lined
with plasterboard, CLT, masonry and Korok.

Place of manufacture: D Aotearoa New Zealand Overseas

Legal name of the manufacturer(s):

‘Soteria Group Limited

Trading name of the manufacturer(s):

‘Soteria Doors

New Zealand Business

Number (NZBN): ‘ 942903044538

Other Legal Entity
Identifier (if available):




Address for service:

‘ Edward Street

Dargaville

‘ Northland, New Zealand

0310

Website: R
www.soteriadoors.co.nz

Email address: .
sales@soteriadoors.co.nz

Phone No. (if applicable): ‘ 09 439 4910 or 0508 966 378

Legal name of the importer (if applicable):

Trading name of the importer (if applicable):

New Zealand Business
Number (NZBN):

Other Legal Entity
Identifier (if available):

Address for service:

Website: ‘

Email address: ‘

Phone No. (if applicable):

Relevant Building Code clauses:

Building Code clause C3: Fire affecting areas beyond the source.




Statement on how the building product is expected to contribute to compliance:

Building Code clause C3; Fire affecting areas beyond the source - C3
Infernoguard Mastic has been tested and assessed in accordance with AS1530.4:2014 and NZS4520:2010

Infernoguard Mastic contributes to providing a fire resistance rating (FRR) when used in fire-rated assemblies. Please refer to the
Infernoguard data sheets for each specific application.

options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)

standard or technical document that describes the performance of the building product or the relevant specifications to which the building
product was manufactured

physical properties of the building product

how the building product is intended to be used.




Limitations on the use of the building product:

To ensure compliance to relative standards, AS1530.4 and NZ4520, Infernoguard Mastic must be installed as per specification.

Design requirements that would support the use of the building product:




Installation requirements (also provide link to the product installation guide):

Specific applications, design and installation instructions are detailed on the relevant installation instructions.

Please refer to Infernoguard details on Soteria doors website for all installation instructions.

Maintenance requirements (also provide link to the product maintenance guide):

There is no specific maintenance required once Infernoguard Mastic is installed in a dry interior environment.

Is the building product/building product line subject to warning or ban under section 26?:

DYes No

If yes, description of the warning or ban under section 26:
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	0011: Infernoguard Mastic is an internal use water-borne acrylic sealant with fire and smoke resistant, and acoustic properties. Infernoguard Mastic is used for sealing between the door jamb and wall connection.

Infernoguard Mastic cures to form a firm and flexible seal preventing the spread of flame and smoke through the door jamb and wall connection.

Infernoguard Mastic has been tested in different wall types to door jamb connections including timber & steel stud walls lined with plasterboard, CLT, masonry and Korok.
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	016: Building Code clause C3: Fire affecting areas beyond the source - C3

Infernoguard Mastic has been tested and assessed in accordance with AS1530.4:2014 and NZS4520:2010

Infernoguard Mastic contributes to providing a fire resistance rating (FRR) when used in fire-rated assemblies. Please refer to the Infernoguard data sheets for each specific application.  
	017: To ensure compliance to relative standards, AS1530.4 and NZ4520, Infernoguard Mastic must be installed as per specification.
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	029: Specific applications, design and installation instructions are detailed on the relevant installation instructions.

Please refer to Infernoguard details on Soteria doors website for all installation instructions.


	035: There is no specific maintenance required once Infernoguard Mastic is installed in a dry interior environment.
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